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Electrical Characteristics
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Ampere Rating %of Ampere Rating Opening Time
250mA~20A 100% 4 hours Min. ( 4 )
250mA—3A 250% 5 s Max.( 5 )
4A~50A 350% 5 s Max.( 5 )

Catalog No. F:72V C:63V S:48V P:36V E:24V

Catalog Voltage Melting Integral

No. Rating Marking A

2
T Approvals e

12D0250F/C 250mA T2V/63V o2 0.0035 )
12D0375F/C 375mA T72V/63V E 0.0011 o
12D0500F/C 500mA T2V/63V 0.5 0.0020 )
12D0750F/C 750mA T72V/63V .75 0.0053 o
12D1100F/C 1A T2V/63V 1 0.0065 )
12D1125F/C 1.25A T72V/63V A 0.020 o
12D1150F/C 1.5A T2V/63V 95 0.025 )
12D1200F/C 2A T72V/63V 2 0.091 o
12D1250F/C 2.5A T2V/63V 2o 0.150 )
12D1300F/C 3A T72V/63V 3 0.329 o
12D1400F/C/D 4A T2V/63V/32V 4 0.225 )
12D1500F/C/D 5A T2V/63V/32V 5 0.564 o
12D1700F/C/D TA T2V/63V/32V 7 3.197 )
12D2100S/E 10A 48V/24V 10 2.162 o
12D2120S/E 12A 48V/24V 12 7.100 )
12D2150S/E 15A 48V/24V 15 23.893 o
12D2200S/E 20A 48V/24V 20 47.172 )

12D22508 25A 48V 25 71.5 o

12D2300S 30A 48V 30 90.3 )

12D2350P 35A 36V 35 112.0 o

12D2400P 40A 36V 40 135.8 )

12D2450P 45A 36V 45 149.5 o

12D2500P 50A 36V 50 172.2 )



